
Γνωριμία με την 
τεχνολογία IP εισόδου στα 
ξενοδοχειακά Headends.



Η ημερίδα θα εστιάσει σε αυτά που πρέπει να γνωρίζουν οι συνάδελφοι εγκαταστάτες για να προτείνουν τη συγκεκριμένη λύση στους 

πελάτες τους, αλλά και να την εφαρμόσουν με επιτυχία.

Οι εφαρμογές που μπορεί να έχει αυτή η νέα τεχνολογική εξέλιξη, είναι:

• Η παροχή τηλεοπτικών καναλιών σε ξενοδοχεία, στις περιοχές των οποίων δεν είναι δυνατή η λήψη τους ή απαιτεί τεράστιο κάτοπτρο 

(πχ Σκανδιναβικά στην Κρήτη, Γερμανικά στην Κύπρο κλπ).

• Η δημιουργία κεντρικά διαχειρίσιμων info channels σε αλυσίδες ξενοδοχείων, τα οποία να τροφοδοτούν όλα τα ξενοδοχεία της 

αλυσίδας με ενιαίο ανανεωμένο περιεχόμενο από το τμήμα Marketing.

• Ενσύρματη ή ασύρματη μεταφορά επίγειων περιφερειακών mux, σε περιοχή στην οποία δεν είναι δυνατή η λήψη τους και τη διανομή 

τους σε τοπικό δίκτυο ή την τροφοδοσία επίγειας αναμετάδοσης.

Η πρόσφατη σημαντική βελτίωση των ιντερνετικών συνδέσεων και στη χώρα μας, μαζί με την σταδιακή, αλλά γρήγορη επέκταση του 

δικτύου οπτικών ινών, βοηθά τις παραπάνω εφαρμογές, αλλά ακόμα και την απευθείας παροχή Premium περιεχομένου από τους 

παρόχους στα ξενοδοχεία σε μορφή IP, μέσω μιας αφοσιωμένης οπτικής ίνας.

Εφαρμογές της τεχνολογίας IP εισόδου στα ξενοδοχειακά HeadEnds.



Σε πολλές προηγμένες χώρες όπου τα δίκτυα οπτικών ινών έχουν επεκταθεί πλήρως (USA, Ιαπωνία, αλλά και σε 

κάποιες Ευρωπαϊκές χώρες), εμφανίστηκαν πάροχοι περιεχομένου, οι οποίοι προσφέρουν καλά τηλεοπτικά 

κανάλια σε ξενοδοχεία, όχι μέσω δορυφορικής ή καλωδιακής μετάδοσης, αλλά μέσω IP.

Δηλαδή, σαν πακέτο με όλες τις υπηρεσίες τηλεπικοινωνιών ενός ξενοδοχείου(και όχι μόνο), προσφέρουν και την 

τροφοδοσία του ξενοδοχείου με Premium συνδρομητικό τηλεοπτικό περιεχόμενο σε μορφή IP, μέσω μιας 

αφοσιωμένης οπτικής ίνας.

Οι μεγάλες εταιρείες του χώρου ανίχνευσαν αυτή τη νέα τάση και από πέρυσι, τα HeadEnds τους, εκτός από τις 

εισόδους για δορυφορικά, επίγεια και καλωδιακά κανάλια, διαθέτουν και εισόδους για IP περιεχόμενο.

Για παράδειγμα η ClassA σειρά ΗΤΙ της IKUSI και η σειρά TDcH της TRIAX, μπορούν να επεξεργαστούν στην 

είσοδο τους, κάθε είδος πηγής, ακόμα και IP, ενώ μπορούν να τα δώσουν στην έξοδο τους είτε σε μορφή IPTV, 

είτε σε μορφή RF, είτε ταυτόχρονα και στις δύο μορφές.

Είναι χαρακτηριστικό μάλιστα, ότι ακόμα και στα εγκατεστημένα παλιότερα HeadEnds από αυτές τις σειρές, 

προσφέρεται αυτή η δυνατότητα με την απλή αναβάθμιση του firmware, αφού το αναγκαίο hardware είχε ήδη 
προβλεφθεί από το αρχικό σχεδιασμό των HeadEnds!!!

IP είσοδοι στα ξενοδοχειακά HeadEnds. 

Τι άλλο εξυπηρετούν. 



Η ενοποιημένη πλέον εταιρεία 
IKUSI-TRIAX

έχει διαθέσιμα 5 διαφορετικά 
HeadEnds



Triax Headend Family  

TDX

Flow

TDcH

HTI

TDH



TRIAX IPTV 
Headend 
TDX Black Edition



TRIAX IPTV 
Headend 
TDH-800



IKUSI IPTV 
Smart Headend 

ikusiflow



IKUSI RF+IPTV 
Headends

HTI-404
&

HTI-424



TRIAX RF+IPTV Compact Headends 

TDcH 16S

TDcH 16S-I

TDcH 22STC-I



TRIAX RF+IPTV Compact Headends

TDcH Licenses:

IP-OUT

IP-IN-4

IP-IN-16

IP-IN-96



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

Built on our cutting edge new software platform, the 
opportunities with TDcH are endless

Complimentary updated software offers new and existing customers 
additional functions and benefits, along with new hardware 
configurations to match your requirements. 

 TDcH will evolve to make new versions, functions and benefits 
available 

 Recent software update added seven new functionalities at no extra 
cost to already installed products

 A new hardware version meeting the need for cable and terrestrial 
signal reception, and the option to distribute not only QAM but also 
COFDM



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

Further benefits …

 Cost optimized solution for satellite, terrestrial 
and cable input to QAM or COFDM output

 Easy and intuitive user interfaces 

 Easy installation and maintenance / Lower operation costs

 Familiar user interface (EoC and In Touch backend)

 Colour coding of input and output known from all TRIAX products

 “Receptionist” dashboard overview

 Wall and 19” mounting possible 

 Temperature controlled cooling system with integrated fans 

 All functions in one box

 New and modern TRIAX product



TDcH Technical Details



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

Functionality

Product overview

Input Output Management port

Reset

CI slots

Stacking 
(TDcH / EoC)



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

Product overview



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

Availability
 TDcH 16S-Q 16 x DVB-S/S2 to 16 x QAM or COFDM (switchable) (Free-To-Air)
 TDcH 16S-I 16 x DVB-S/S2 to 16 x QAM or COFDM (switchable) with 8 CI
 TDcH 22STC-I 16 x DVB-S/S2 and 6 x DVB-T/T2/C in QAM or COFDM (switchable) with 8 CI

Product overview



 Multiplexing & IP Pool
 TV-Service Multiplexing from all inputs at each output transponder to 

optimize available bandwidth
 TV-Service Multiplexing at the CA-modules to reduce amount of CAM’s

 Integrated Satellite Channel Router (SCR) multiswitch*
 Reception of 4 satellite positions with each 2 polarizations and 2 

frequency bands
 Increases the number of satellite positions that can be received

 Transport Stream Processing
 Network Information Table (NIT) for complete headend station
 LCN (Logical Channel Numbering)

 Service Filtering
 Remove unwanted services
 Remove services for minimize data rate

 SID, TSID and ONID management
 To handle conflicts during multiplexing

 To handle changes if required

 PID management
 To handle PID conflicts
 PID filtering to reduce audio channels from a TV service
 Distribute TV services multiple times with different languages 
 In case of service changes to secure no new TV channel tune

 EPG management
 To manage the amount of EPG-data distributed in an output 

transponder

 To support TVs with EPG data from all TV services without the need of 
retuning all transponders

 HTML user interface via self-signed HTTPS

The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

Compact Headend Features

Unique

TDcH
Unique

TDcH

Note: *) SCR requires software release in September 2021



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

 Increases the number of satellite positions that can be received in the TDcH

 Increases the number of international TV services that can be distributed 

 Save time, cost and space with less cabling and no need for an external multiswitch

 Reduced hardware for a cost optimised and compact

Integrated SCR Multiswitch*



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

 Increases the number of satellite positions that can be received in the TDcH

 Increases the number of international TV services that can be distributed 

 Save time, cost and space with less cabling and no need for an external multiswitch

 Reduced hardware for a cost optimised and compact

Integrated SCR Multiswitch*



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

 Allows for multiple distributions of a service with 
different audio (language) tracks  

 User friendly: services will be available on TVs as 
individual channels without the user having to 
change language settings 

Multiple language service

Channel no. Service

1. Das Erste HD

2. ZDF HD

3. 3 sat HD

4. Sky Cinema [GER]

5. Sky Cinema [ENG]

6. ARTE HD [GER]

7. ARTE HD [FRA]

8. KIKA HD

9.... ….



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

User interface

Login

 Fixed IP address

 https secure connection

 Login with password

Dashboard

 Access without login

 Overview to get a fast system status

SAT-IF inputs

 Color code for inputs like the LNB’s



The NEW Compact Headend - TDcH
Expanding the headend product portfolio to fit any customer need and budget

User interface



Headends with IP Input feature



Bridge LANs Over The Internet

between Main Office and Branch Office

using MikroTik routers 

with EoIP Tunnels over SSTP VPN

to transfer UDP/Multicast streams

(SPTS & MPTS)



Internet

SSTP VPN

EoIP TunnelRouter Router
1.1.1.4 1.1.1.5

A.B.C.D A’.B’.C’.D’

192.168.5.253/24192.168.10.1/24

192.168.10.0/24

192.168.10.8/24

192.168.5.0/24

Office LAN Switch Branch LAN Switch

Main Office Branch Office192.168.10.6/24

192.168.10.0/24



Internet

SSTP VPN

EoIP Tunnel
CCR2004 CCR1009192.168.88.1 192.168.88.235

212.206.114.205 A.B.C.D

192.168.100.253/24172.30.5.2/24

172.30.5.0/24

172.30.5.202/24

192.168.100.0/24

Office LAN Switch Branch LAN Switch

IDComs Office Technored Office

172.30.5.14/24

172.30.5.0/24

ISP ISP

ikusiflow

IKUSI HTI-424



EoIP Tunnel

CCR2004 CCR1009

SSTP Server

IDComs Office Technored Office

SSTP VPN

EoIP Tunnel InterfaceEoIP Tunnel Interface

SSTP Client

WAN Interface WAN Interface

IPTV Interfaces

(LAN)

IPTV Interfaces

(LAN)

Bridge_IPTV Bridge_IPTV



Send from 

Main Office

Main Office Branch Office

Receive at 

Branch Office 

• UDP/Multicast IP output as SPTS from IKUSI FLOW

• UDP/Multicast IP output as MPTS from IKUSI HTI-424

• UDP/Multicast IP Input as SPTS in TRIAX TDcH

• UDP/Multicast IP Input as SPTS in IKUSI HTI-424

• UDP/Multicast IP Input as MPTS in TRIAX TDcH

• UDP/Multicast IP Input as MPTS in IKUSI HTI-424



Ευχαριστούμε


